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VISES - FIXTURES - QUICK CHANGE SYSTEMS
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Maximum efficiency 
with 52mm

Reduce Setup and 
Changeover Times

Simple Modular
Design

Solutions Available 
for 3, 4, & 5 Axis 
Machines

52mm52mm RockLock Overview
52
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R2R “Ready To Rock System”

READY TO ROCK SETUP

1. Starting with an empty machine table, install 5th Axis 3613S plates for your specific 
table. Thread bolts into t-nuts, but do not torque bolts.

2. Space plates 3” (76.2mm) apart from each other. Use a mallet to initially align and 
straighten plates. 

3. Install master pallet (RL96-MP) in center position (P89, P92, P95, P98) to indicate 
straight. Once aligned and indicated straight, torque mounting bolts to torque specifica-
tions.

4. For every position, install master pallet and set X and Y axes with touch probe or indica-
tor for each work offset position. 
 
5. Set Z zero on the top mounting surface of the RockLock 3613S base for all work off-
sets. 

6. R2R system is ready to use.

Example shown for Haas VF-2/VF-3 [GI54 Work Coordinates]
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52mm
52mm Top Tooling

Part
Number V75100X V75150X R52-CERX-32 R52-CERX-40

 

Size 75mm x 100mm x 56mm 75mm x 150mm x 56mm 75mm x 75mm x 68mm 75mm x 75mm x 68mm

Jaw Width 75mm 75mm
Utilizes Standard ER32 Collet 

Nut
Utilizes Standard ER40 Col-

let Nut

Fixture V75100X V75150X CER32 CER40

Overall
Clamping 
Range

0 - 76.3mm 0 - 128.8mm Accepts Only ER32 Size 
Collet

Accepts Only ER40 Size 
Collet

Vise Type Self-Centering Self-Centering Round Bar Fixture Round Bar Fixture

Compatible 
Pull Studs 4x PS16F (Sold separately) 4x PS16F (Sold separately) 4x PS16F (Included) 4x PS16F (Included)

Additional 
Vise Specs See Page 53 See Page 53 See Page 66 See Page 66

Self-Centering Vises and Round Bar Fixture

Part
Number DV75150X-J1 DV75150X-J2 DV75150X-J3

Fixture Size 75mm x 150mm x 56mm 75mm x 150mm x 64mm 75mm x 150mm x 64mm

Jaw Width 75mm 75mm 75mm

Jaw Set
Hardened Steel 3 Piece Master Jaw Set

Serrated Dovetail 6061 Aluminum Machinable Jaw Set 1018 Steel Machinable Jaw Set

Vise Type Double Station Double Station Double Station

Compatible 
Pull Studs 4x PS16F (Sold separately) 4x PS16F (Sold separately) 4x PS16F (Sold separately)

Additional 
Vise Specs See Page 47 See Page 47 See Page 47

Double Station Vises

CAD models available for download at 5thaxis.com/downloads or kemmler-shop.de 
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52mm
52mm Top Tooling

Part
Number R52-DM12 R52-2DM12 R52-P12DM12

Size 75mm x 75mm x 51mm 75mm x 75mm x 51mm 126mm x 126mm x 134mm

Fixture DM12 2x DM12 12x DM12

Stock 12mm and Above 12mm and Above 12mm and Above

Compatible 
Pull Studs

4x PS16F 
(Included)

4x PS16F 
(Included)

4x PS16F 
(Included)

Additional 
Fixture Specs See Page 61 See Page 61 See Page 64

Part
Number R52-DM25 R52-P4DM25 R52-DM50

Size 75mm x 75mm x 55mm Ø152mm x 65mm 75mm x 75mm x 63mm

Fixture DM25 4x DM25 DM50

Stock 25mm and Above 25mm and Above 50mm and Above

Compatible 
Pull Studs

4x PS16F 
(Included)

4x PS16F
(Included)

4x PS16F
(Included)

Additional 
Fixture Specs See Page 61 See Page 64 See Page 61

Metric Dovetail Fixtures

CAD models available for download at 5thaxis.com/downloads or kemmler-shop.de 

To see the full product offering scan here: 

52m
m
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52mm
52mm RockLock Bases

Part 
Number

RL52A-44
RL52S-44

RL52A-4560
RL52S-4560 RL52A-A96 RL52A-T31

Size 103.5mm x 103.5mm x 
25mm

122.0mm x 102.1mm x 
25mm

124.0mm x 124.0mm x 
25mm

Ø160mm x 167mm

Subcategory Low Profile
Adapter

Low Profile
Adapter

96mm to 52mm Adapter
52mm Integrated Tombstone

96mm Base

Materials Aluminum (RL52A-44) or
Steel (RL52S-44)

Aluminum (RL52A-4560) or
Steel (RL52S-4560)

Aluminum (RL52A-A96) Aluminum (RL52A-T31)

Mounting
2x SB1210 (Included) and 

2x M12 or 1/2” 
@ Ø82mm 90°

4x M10 @ Ø116mm 60°
96mm Spacing and 
Includes 4x PS20F

96mm Spacing and 
Includes 4x PS20F

Additional 
RockLock 
Specs

See Page 9 See Page 9 See Page 10 See Page 10

Part 
Number

RL52A-4
RL52S-4

RL52A-4-96
RL52S-4-96 RL52A-4-TRT100

Size Ø116mm x 25mm Ø116mm x 25mm Ø116mm x 25mm

Subcategory Low Profile
Adapter

Low Profile
Adapter

Low Profile
Adapter

Materials Aluminum (RL52A-4) or
Steel (RL52S-4)

Aluminum (RL52A-4-96) or
Steel (RL52S-4-96)

Aluminum (RL52A-4-TRT100)

Mounting Drill Your Own M10 
@ 50mm-100mm

2x M10 SHCS @ 96mm HAAS TRT 100

Additional 
RockLock 
Specs

See Page 8 See Page 8 See Page 8

Low Profile Adapters

Low Profile Adapters and Integrated Tombstone

CAD models available for download at 5thaxis.com/downloads or kemmler-shop.de
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52mm
Low Profile Adapters

Size: Ø116mm x 25mm
Bolt Pattern: 
2x M10 SHCS @ 96mm
Material Construction:
Aluminum (RL52A-4-96)
Steel (RL52S-4-96)

This circular RockLock adapter is 
built for small and medium sized 
rotaries and trunnions with 96mm bolt 
circle.

Repeatability of +/- 8 μm.

Size: Ø116mm x 25mm
Bolt Pattern: 2x 5/16” @ 82.98mm
Material Construction:
Aluminum (RL52A-4-TRT100)
	
This circular RockLock adapter is 
built for the Haas TRT100 trunnion.

Repeatability of +/- 8 μm.

Size: 116mm x 100mm x 25mm
Bolt Pattern: 2x M12 at 180° 
on 75mm PCD 
Material Construction:
Aluminum (A)
	
This circular RockLock adapter is built 
for small and medium sized rotaries 
and trunnions with 75mm bolt circle.

RL52A-4-TRT100

RL52A-4-12

RL52A-4  
  
RL52S-4

Size: Ø116mm x 25mm
Bolt Pattern: Drill Your Own Custom 
M10 @ 50mm-100mm
Material Construction:
Aluminum (RL52A-4)
Steel (RL52S-4)

This circular RockLock adapter is 
built for small and medium sized 
rotaries and trunnions with 50mm to 
100mm bolt circle.

Repeatability of +/- 8 μm.

  

 

 

[3.9”]
100.0mm

[2.0”]
50.0mm

[1.0”]
25.0mm

[4.6”]
116.0mm

[4.0”]
102.1mm

  

 

 

[3.8”]
96.0mm

[1.0”]
25.0mm

[4.6”]
116.0mm

[4.0”]
116.0mm

  

  

  

 

[3.3”]
83.0mm

[1.0”]
25.0mm

[4.6”]
116.0mm

[4.0”]
102.1mm

RL52A-4-96 
 
RL52S-4-96

52m
m

 R
ockLock

100.00  52.00 

 116.00 

 75.00 

4x FITS PS16F

2x M12 ON 75.00MM

8.026+
 
0.013
0.000 3.68

 16.51 

2x 3.30  5.08
M4X0.7  3.81

AA

 25.00 

2x 6MM HEX
 12.30 

 20.64 

 13.49 

CBORE FOR M12

729,00 EUR

729,00 EUR

729,00 EUR

729,00 EUR

809,00 EUR

829,00 EUR
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52mm
Low Profile Adapters

Size: 103.5mm x 103.5mm x 25mm
Spacing: 2x SB1210 (Included) and 
2x M12 or 1/2” @ Ø82mm 90°.  
Through hole Ø12.02mm
Material Construction:
Aluminum (RL52A-44)
Steel (RL52S-44)

This square low profile adapter is 
built for custom tombstones.

Ships with 2x shoulder bolts 
(SB1210) for locating.

Repeatability of +/- 8 μm.

Size: 122.0mm x 102.1mm x 
25.0mm
Spacing: 4x M10 @ Ø116mm
Material Construction:
Aluminum (RL52A-4560)
Steel (RL52S-4560)

This rectangular low profile adapter 
is built for small and medium sized 
rotaries with 60-degree T-slot 
spacing.

Ships with 2x rounded T-Slot nuts 
(14mm x M10) for maximum bolt 
circle capability.

Repeatability of +/- 8 μm.

RL52A-44 
 
RL52S-44

RL52A-4560  
 
RL52S-4560

  

  

 

 

  

[3.2”]
82.0mm

[1.0”]
25.0mm

[4.4”]
Ø112.0mm

[1.0”] 
25.0mm

[1.0”] 
25.0mm

[4.8”] 
122.0mm

[4.0”] 
102.1mm

60.00°

[4.1”]
103.5mm

[4.1”]
103.5mm

[3.2”]
82.0mm

CAD models available for download at 5thaxis.com/downloads or kemmler-shop.de
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759,00 EUR

729,00 EUR

649,00 EUR

839,00 EUR
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52mm Adapters & Integrated Tombstones

 

  

[3.2”]
82.0mm

[6.3”]
Ø160.0mm

[7.5”]
191.0mm

[6.6”]
167.0mm

[4.0”]
102.1mm

 

 

 

RL52A-A96

Size: Ø160mm X 167.0mm 
Spacing: Includes 4x PS20F
Material Construction:
Aluminum (RL52A-T31)

This 3-sided integrated RockLock 
tombstone can be mounted onto any 
RL96 base.

52mm spacing on the 3 faces of the 
tombstone.  96mm spacing on the 
bottom of the tombstone.

4x PS20F are included.

Repeatability of +/- 8 μm.

Size: 124.0mm x 124.0mm x 25.0mm
Bolt Pattern: 96mm Spacing and 
Includes 4x PS20F
Material Construction:
Aluminum (RL52A-A96)

The RL52A-A96 allows for the quick 
and easy conversion between the 
96mm system and the 52mm system.  

96mm spacing on the bottom of the 
unit and the integrated 52mm system 
on the top quickly adapts 52mm 
top tooling to the 96mm risers and 
adapters.

The unit includes 4x PS20F and 
96mm RockLock pattern on the 
bottom for mounting to any RL96 
base.

Repeatability of +/- 8 μm.

RL52A-T31 

[3.8”]
96.0mm

[3.8”]
96.0mm

[1.9”]
49.0mm

[1.0”]
25.0mm

[4.9”]
124.0mm

[4.9”]
124.0mm

52m
m

 R
ockLock

RL52A-P330 Size: Ø210.00mm x 85mm
Mounting Pattern: 96mm 
RockLock
Material Construction: 
Aluminum (A) 

The RL52A-P300 is a 3-sided 
(52mm quick change) pyramid ideal 
for increasing throughput on multi-
axis machines.  This pyramid was 
designed and optimized to work with 
5 axis universal machines as well as 
robotic pallet changers. 

3-Sided Integrated 
RockLock Pyramid 

FITS PS16F
210.00

16.00 10.00

[3.35”]
85.00mm

6x6mm HEX

FITS PS20F

FITS PS16FCAD models available for download at 5thaxis.com/downloads or kemmler-shop.de

879,00 EUR

2.099,00EUR

2.499,00 EUR
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52mm
52mm Accessories

PS16F
PULL STUD
Size: 52mm Pull Studs
Material Construction: S7 Tool Steel

The PS16F is necessary to use any 5th Axis 52mm base.  The 52mm 
spacing on 5th Axis vises and adapters allow for compatibility with other 
competitive systems.

*Please note that pull studs must stay with the corresponding 
company’s base plate. If you are using a 5th Axis 52mm RockLock 
base plate you will need 5th Axis pull studs (PS16F).  The spacing 
and thread allows the top tooling to be interchangeable between the 
competitive systems.  

PS16F-PY
SINGLE PULL STUD WITH POKA-YOKE INSERT
Size: 52mm Pull Studs
Material Construction: S7 Tool Steel

Poka-yoke is a Japanese term that means “mistake-proofing” or 
“inadvertent error prevention”.  The PS16F-PY is a single modified 
pull stud with an aluminum ring.  The ring is placed inside one of the 
locating holes in the RockLock base, allowing for only the single poka-
yoke pull stud to fit inside the locating hole with the corresponding 
ring.  This will prevent operators from changing the orientation and 
misloading a part.

PS16F-4PY
PULL STUDS WITH POKA-YOKE INSERT
Size: 52mm Pull Studs
Material Construction: S7 Tool Steel

3x Standard PS16F Pull Studs and one Poka-Yoke (PS16F-PY).

CAD models available for download at 5thaxis.com/downloads or kemmler-shop.de
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26,00 EUR

48,00 EUR

126,00 EUR
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52mm
52mm Accessories

RL52-MP
52mm Master Pallet
Size: 52mm Pull Studs
Material Construction: 4140 Steel

Mount the RockLock base onto the machine, drop in the master 
pallet, dial in your setup, and torque your mounting bolts once 
you have reached the desired location. This is the fastest, most 
accurate way to set up the RockLock system. Use the bore to find 
center and the edge to set rotation.

See page 33 for more info.

R52-HTS
Size: 52mm Pull Studs
Material Construction: 6061 Aluminum

Quick change adapter for the Renishaw OTS Tool Setter.  
Accurately remove and relocate the tool probe when its not in 
use.  The part number includes the adapter plate and 4x PS16F 
pull studs.

*Requires any 52mm RockLock base unit.
**Tool setter sold separately.

R52-BLANK
Size: 52mm Pull Studs
Material Construction: 6061 Aluminum

Blank 6061 aluminum block with 4x PS16F pull studs included.  
Quickly build your own fixture / subplate with the R52-Blank.

CAD models available for download at 5thaxis.com/downloads or kemmler-shop.de

5
2

m
m

 R
o

ckLo
ck

26,00 EUR

48,00 EUR

126,00 EUR

269,00 EUR

439,00 EUR

329,00 EUR
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96mm
96mm RockLock Overview

Vise

PS20F 

Base

Reduce Setup and 
Changeover Times

Simple Modular
Design

Solutions Available 
for 3, 4, & 5 Axis 
Machines

Maximum efficiency 
with 96mm

13
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96mm
96mm RockLock Overview

96mm Pull Stud 
Spacing

Steel Locating
Features

Robust Single
Actuation Screw

Patented free float design ensures 
equal force on all 4 pull studs. 
Compatible with other 96mm 4 pull stud 
systems. Simply change out the pull 
studs to ensure that the manufacturer’s 
base plate and pull studs match.

Repeatability less 
than 8 μm

Industry standard 96mm
pull stud spacing 

Steel or aluminum body 
construction

96m
m

 R
ockLock
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96mm
96mm Top Tooling

Part
Number R96-V75100X R96-

2V75100X R96-V75150X R96-
2V75150X

R96-
V75100T4 R96-V75XT4

Size 125mm x 126mm 
x 88mm

150mm x 177mm 
x 78mm

126mm x 150mm 
x 88mm

150mm x 177mm 
x 78mm

126mm x 126mm  
x 267mm

126mm x 126mm 
x 200mm

Vise V75100X 2x V75100X V75150X 2x V75150X

Compatible with
V75100X

(Vises Sold 
Separately)

Compatible with
V75100X, 

V75150X, & 
DV75150X
(Vises Sold 
Separately)

Vise Overall 
Clamping 
Range

0 - 76.3mm N/A 0 - 128.8mm N/A N/A N/A

Compatible 
Pull Studs

4x PS20F 
(Included)

4x PS20F 
(Included)

4x PS20F 
(Included)

4x PS20F 
(Included)

4x PS20F 
(Included)

4x PS20F 
(Included)

Vise Type Self-Centering Self-Centering Self-Centering Self-Centering Self-Centering
Self-Centering or 

Double Station

Additional 
Vise Specs See Page 53 See Page 53 See Page 53 See Page 47 See Page 33 See Page 33

Part
Number V562X V510X

Size 126mm x 152mm x 74mm 126mm x 254mm x 74mm

Compatible 
Pull Studs

4x PS20F 
(Sold separately)

4x PS20F 
(Sold separately)

Overall 
Clamping 
Range

0 - 153.6mm 0 - 254.8mm

Additional 
Vise Specs See Page 54 See Page 54

RockLock Compatible Self-Centering Vises

RockLock 96mm Compatible Self-Centering Vises

CAD models available for download at 5thaxis.com/downloads or kemmler-shop.de
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96mm
96mm Top Tooling

RockLock 96mm Compatible Self-Centering Vises

CAD models available for download at 5thaxis.com/downloads or kemmler-shop.de CAD models available for download at 5thaxis.com/downloads or kemmler-shop.de

Part
Number

R96- 
DV75150X-J1

R96-
2DV75150X-J1 DV56-J1* DV510-J1* DV510-J4*

Size 126mm x 150mm x 
88mm

150mm x 177mm x 
78mm

126mm x 152mm x 
73mm

126mm x 258mm x 
73mm

126mm x 258mm x 
73mm

Vise DV75150X-J1 2x DV75150-J1 DV56-J1 DV510-J1 DV510-J4

Jaw Set
Hardened Steel 3 Piece 

Master Jaw Set
Hardened Steel 3 Piece 

Master Jaw Set
Hardened Steel 3 Piece 

Master Jaw Set

Hardened Steel 3 Piece 
Master Jaw Set with 2 

inch center

Hardened Steel 3 
Piece Master Jaw 

Set with 1 inch 
center

Compatible 
Pull Studs

4x PS20F 
(Included)

4x PS20F 
(Included)

4x PS20F 
(Sold separately)

4x PS20F 
(Sold separately)

4x PS20F 
(Sold separately)

Vise Type Double Station Double Station
Fixed Jaw / 

Double Station
Fixed Jaw / 

Double Station
Fixed Jaw / 

Double Station

Additional 
Vise Specs See Page 45 See Page 47 See Page 48 See Page 49 See Page 49

Part
Number

R96- 
DV75150X-

J2

R96-
2DV75150X-

J2
DV56-J2* DV510-J2*

R96-
DV75150X-

J3

R96-
2DV75150X-

J3
DV56-J3* DV510-J3*

Size
126mm x 
151mm x 

88mm

150mm x 
177mm x 

78mm

126mm x 
152mm x 

89mm

126mm x 
258mm x 

89mm

126mm x 
151mm x 

88mm

150mm x 
177mm x 

78mm

126mm x 
152mm x 

89mm

126mm x 
258mm x 

89mm

Vise DV75150-J2
2x 

DV75150-J2
DV56-J2 DV510-J2 DV75150-J3

2x 
DV75150-J3

DV56-J3 DV510-J3

Jaw Set
6061 

Aluminum 
Soft Jaw Set

6061 
Aluminum 

Soft Jaw Set

6061 
Aluminum 

Soft Jaw Set

6061 
Aluminum 

Soft Jaw Set

1018 Steel 
Machinable 

Jaws

1018 Steel 
Machinable 

Jaws

1018 Steel 
Machinable 

Jaws

1018 Steel 
Machinable 

Jaws

Compatible 
Pull Studs

4x PS20F 
(Included)

4x PS20F 
(Included)

4x PS20F 
(Sold 

separately)

4x PS20F 
(Sold 

separately)

4x PS20F 
(Included)

4x PS20F 
(Included)

4x PS20F 
(Sold 

separately)

4x PS20F 
(Sold 

separately)

Vise Type Double 
Station

Double 
Station

Double 
Station

Double 
Station

Double 
Station

Double 
Station

Double 
Station

Double 
Station

Additional 
Vise Specs See Page 47 See Page 47 See Page 48 See Page 50 See Page 46 See Page 46 See Page 46 See Page 46

RockLock 96mm Double Station Vises
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To see the full product offering scan here: 

96mm
96mm RockLock Bases

CAD models available for download at 5thaxis.com/downloads or kemmler-shop.de

Part
Number R96-DM12 R96-2DM12 R96-P12DM12 R96-DM25

Size 126mm x 126mm x 67mm 126mm x 126mm x 67mm 126mm x 126mm x 133mm 126mm x 126mm x 75mm

Fixture DM12 2x DM12 12x DM12 DM25

Stock Size 12mm and Above 12mm and Above 12mm and Above 25mm and Above

Compatible 
Pull Studs

4x PS20F 
(Included)

4x PS20F 
(Included)

4x PS20F 
(Included)

4x PS20F 
(Included)

Additional 
Fixture Specs

See Page 64 See Page 64 See Page 64 See Page 61

Part
Number R96-P4DM25 R96-DM50 R96-D115T41 R96-CERX-40

Size Ø152mm x 65mm 126mm x 126mm x 76mm 126mm x 126mm x 107mm 126mm x 126mm x 81mm

Fixture 4x DM25 DM50 4x D115
*Fixtures sold separate*

CER40

Stock Size 25mm and Above 50mm and Above 25mm and Above
Utilizes Standard ER40 Collet 

Nut

Compatible 
Pull Studs

4x PS20F 
(Included)

4x PS20F 
(Included)

4x PS20F 
(Included)

4x PS20F 
(Included)

Additional 
Fixture Specs

See Page 64 See Page 60 See Page 34 See Page 66

Dovetail Fixtures

Dovetail Fixtures

9
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96mm
96mm RockLock Bases

CAD models available for download at 5thaxis.com/downloads or kemmler-shop.deCAD models available for download at 5thaxis.com/downloads or kemmler-shop.de

Low Profile Bases

Risers

Part 
Number

RL96A-56
RL96S-56

RL96A-6760
RL96S-6760

RL96A-6790
RL96S-6790

RL96A-67
RL96S-67 RL96S-67M RL96A-60100

RL96S-60100
RL96A-66
RL96S-66

Size
158mm x 
126mm x 

30mm

174mm x 
158mm x 30mm

156mm x 
158mm x 30mm

158mm x 
176mm x 

30mm

158mm x 
176mm x 

30mm

Subcategory Low Profile
Adapter

Low Profile
Adapter

Low Profile
Adapter

Low Profile
Adapter

Low Profile
Adapter

Low Profile
Adapter

Low Profile
Adapter

Materials

Aluminum 
(RL96A-56)  

or
Steel

(RL96S-56)

Aluminum 
(RL96A-6760) 

or
Steel 

(RL96S-6760)

Aluminum 
(RL96A-6790) 

or
Steel 

(RL96S-6790)

Aluminum 
(RL96A-67)  

or
Steel 

(RL96S-67)

Steel 
(RL96S-67M)

Aluminum 
(RL96A-60100)  

or
Steel

(RL96S-60100)

Aluminum 
(RL96A-66)  

or
Steel

(RL96S-66)

Mounting

2x M12 SHCS 
@

100mm - 
101.6mm

4x M12 @ 
Ø170.0mm 60°

4x M10 @ 
Ø184.5mm 90°

4x 1/2” SB
@ 6.0” x 4.0”

4x M12 SB
@ 150mm x 

100mm

4x M10 @ 
Ø100mm 90°

Drill your own 
mounting holes

Additional 
RockLock 
Specs

See Page 20 See Page 20 See Page 21 See Page 21 See Page 21 See Page 22 See Page 22

Part 
Number RL96A-38 RL96A-411 RL96A-3915 RL96A-4816

Size Ø 201.9mm x 75.0mm Ø 276mm x 100mm 381mm x 230mm x 80mm 400mm x 200mm x 100mm 

Subcategory Single Position Riser Single Position Riser Multi-Position Riser Multi-Position Riser

Materials Aluminum (RL96A-38) Aluminum (RL96A-411) Aluminum (RL96A-3915) Aluminum (RL96A-4816)

Mounting

4x M12 bolts @ 90° on Ø 
178.0mm

or
3x M12 bolts @ 120° on Ø 

178.0mm

4x M12 bolts 
@ 90° on Ø 9.92”

4x M16 bolts 
@ 200mm square

4x M12 @ 320mm x 160mm 
rectangle (80mm T-slots) or
4x M16 @ 360mm x 126mm 

rectangle (63mm T-slots)

Additional 
RockLock 
Specs

See Page 23 See Page 23 See Page 24 See Page 24
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30mm

158mm x 
150mm x 

30mm
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52mm52mm RockLock Overview 96mm
Low Profile Adapters

*Submit table drawing upon inquiry.
CAD models available for download at 5thaxis.com/downloads or kemmler-shop.de

Part 
Number RL96A-4004U RL96A-3002

RL96S-3002
RL96A-3003
RL96S-3003 RL96A-90DEG RL96A-356*

RL96S-356*

Size 230mm x 230mm x 
600mm

300mm x 300mm x 
400mm

300mm x 300mm x 
400mm

149.4mm x 
158mm x 200mm

158mm x 126mm x 
75mm

Subcategory 96mm Integrated 
Tombstone

96mm Integrated 
Tombstone

96mm Integrated 
Tombstone

Right Angle Plate Single Position Riser

Materials Aluminum
Aluminum 

(RL96A-3002) or 1018 
Steel (RL96S-3002)

Aluminum 
(RL96A-3003) or 1018 

Steel (RL96S-3003)

Aluminum (RL96A-
90DEG)

Aluminum (RL96A-356) 
or

Steel (RL96S-356)

Mounting 80mm Grid
100mm Grid

Machine Specific* Machine Specific*
4x PS20F (Included) or

2x M12 SHCS @ 
100mm - 101.6mm (4”)

4x PS20F
(Included)

Additional 
RockLock 
Specs

See Page 31 See Page 29 See Page 29 See Page 30 See Page 30

Part 
Number RL96A-3613S1 RL96A-3613S2 RL96A-3613S3

Size 158mm x 338mm x 30mm 158mm x 338mm x 30mm 158mm x 338mm x 30mm

Subcategory Multi-Position Horizontal Plate Multi-Position Horizontal Plate Multi-Position Horizontal Plate

Materials Aluminum (RL96A-3613S1) Aluminum (RL96A-3613S2) Aluminum (RL96A-3613S3)

Mounting 2x M12 SHCS @ 96mm or 250mm
4x M12 SHCS

Equally Spaced @ 80mm
4x M12 SHCS 

Equally Spaced @ 100mm

Additional 
RockLock 
Specs

See Page 25 See Page 25 See Page 25

Multi-Position Plates

Tombstones, Right Angle Plate, and Single Position Riser

96
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52mm 52mm RockLock Overview96mm
Low Profile Adapters

RL96A-56  
 
RL96S-56

Size: 158mm x 126mm x 30mm
Spacing: 2x M12 SHCS @ 
100mm - 101.6mm
Material Construction:
Aluminum (RL96A-56)
Steel (RL96S-56)

The adapter has two enlarged 
counterbores to allow mounting 
from 100mm to 101.6mm for 
M12 or 1/2-13 SHCS for simple 
mounting to T-slots. 

Repeatability of +/- 8 μm.

[4.0”]
101.6mm

[1.2”]
30mm

[5.0”]
126.0mm

[6.2”]
158.0mm

Size: 174mm x 158mm x 30mm
Spacing: 4x M12 @ Ø170.0mm 
on 60°
Material Construction:
Aluminum (RL96A-6760)
Steel (RL96S-6760)

The RL96-6760 series quick 
change adapter was built for the 
Haas TR-210 series rotaries, 
Hurco VMX30 series rotaries, and 
any other rotary with 60 degree 
radial T-slots.

A quick turn of the wrench 
actuates the cam mechanism to 
lock and release your fixtures and 
vises for fast changeover. 

Repeatability of +/- 8 μm.

RL96A-6760  
 
RL96S-6760

[1.2”]
30.0mm

[6.2”] 158.0mm

[6.9”] 174.0mm

[6.7”]
Ø170.0mm

60°

*Submit table drawing upon inquiry.
CAD models available for download at 5thaxis.com/downloads or kemmler-shop.de

96m
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1.049,00 EUR

1.139,00 EUR

879,00 EUR

929,00 EUR
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52mm52mm RockLock Overview 96mm
Low Profile Adapters

RL96A-67  
 
RL96S-67

Size: 158.0mm x 176.0mm x 30mm
Spacing: 4x 1/2” SB @ 6.0” x 4.0”. 
Through hole Ø0.501”
Material Construction:
Aluminum (RL96A-67)
Steel (RL96S-67)

The RL96-67 was built specifically 
for horizontal machining centers.  

Bolt pattern 6.0” x 4.0” allows for 
easy mounting to most standard 
tombstone grid pattern spacing.

Repeatability of +/- 8 μm.

Size: 158.0mm x 176.0mm x 30mm
Spacing: 4x M12 @ 150.0mm x 
100.0mm. Through hole Ø12.02mm
Material Construction:
Steel (RL96S-67)

The RL96-67M was built specifically 
for tombstones on horizontal 
machining centers.  

Bolt pattern 150mm x 100mm allows 
for easy mounting to most standard 
tombstone grid pattern spacing.

Repeatability of +/- 8 μm.

RL96S-67M

Size: 156mm x 158mm x 30mm
Spacing: 4x M10  @ Ø184.5mm
Material Construction:
Aluminum (RL96A-6790)
Steel (RL96S-6790)

The RL96-6790 quick change 
adapter was built for any rotary with 
90 degree radial T-slots.

A quick turn of the wrench actuates 
the cam mechanism to lock and 
release your fixtures and vises for 
fast changeover. 

Repeatability of +/- 8 μm.

RL96A-6790  
 
RL96S-6790

[1.2”]
30.0mm

[6.2”] 158.0mm

[6.1”] 156.0mm

[7.3”] Ø184.5mm

[6.0”]
152.4mm

[1.2”]
30mm

[4.0]
101.6mm

[6.9”]
176.0mm

[6.2”]
158.0mm

[5.9”]
150.0mm

[1.2”]
30mm

[3.9”]
100.0mm

[6.9”]
176.0mm

[6.2”]
158.0mm

9
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929,00 EUR

889,00 EUR

1.089,00 EUR

1.089,00 EUR

1.139,00 EUR
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52mm 52mm RockLock Overview96mm
Low Profile Adapters
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RL96A-DDR 
 
RL96S-DDR

Size: 150mm x 158mm x 34.5mm
Spacing: Specific to DDR
Material Construction:
Aluminum (RL96A-DDR)
Steel (RL96S-DDR)

The RL96-DDR was built for the 
Fanuc DDR rotary table.  

Repeatability of +/- 8 μm.

[2.9”]
Ø74mm

M8 
Counter 

Bores

Size: 158mm x 150mm x 30mm
Spacing: 4x 100mm
Material Construction:
Aluminum (RL96A-60100)
Steel (RL96S-60100)

The RL96-60100 series quick 
change adapter was built with 4x 
counterbores with 100mm spacing. 
Fitments include the new Haas 
TRT160 and many others.
 

Repeatability of +/- 8 μm.

RL96A-60100  
 
RL96S-60100 

Size: 158mm x 150mm x 30mm 
Spacing: Drill your own
Material Construction:
Aluminum (RL96A-66)
Steel (RL96S-66)

The RL96-66 series quick change 
adapter was built to accommodate
a variety of machines that are not
part of our standard offering.  The 
blank adapter allows for drilling your 
own mounting holes.

Repeatability of +/- 8 μm.

RL96A-66 
 
RL96S-66

[3.94”]
100mm

M10 
counterbore

[1.4”]
34.5mm

[5.9”]
150.0mm

[6.2”]
158.0mm

  
  

  [2.36”]
60mm

[1.57”]
40mm

[5.91”]
150mm

[1.2”]
30mm

[6.9”]
176.0mm

[6.2”]
158.0mm

[1.2”]
30mm

[6.9”]
176.0mm

[6.2”]
158.0mm

929,00 EUR

879,00 EUR

929,00 EUR

1.139,00 EUR

1.049,00 EUR

1.139,00 EUR
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52mm52mm RockLock Overview 96mm
Single Position Risers

Size: Ø 276mm x 100mm
Spacing: 
4x 1/2-13 or M12 bolts @ 90° on Ø 
252.0mm or
3x 1/2-13 or M12 bolts @ 120° on 
Ø 252mm
Material Construction:
Aluminum (RL96A-411)

The RL96A-411 is an integrated 
RockLock riser built into one of our 
most popular adapters.

The 276mm diameter adapter x 
100mm overall height is ideal for 
medium to large 5 axis machines 
like the DMG Mori DMU50 and 
DMU60 as well as the Haas  
UMC-750 and UMC-750SS.

Repeatability of +/- 8 μm.

Size: Ø 201.9mm x 75.0mm
Spacing: 
4x M12 bolts @ 90° on Ø 78mm
or
3x M12 bolts @ 120° on Ø 178mm
Material Construction:
Aluminum (RL96A-38)

The RL96A-38 series quick 
change adapter was built for 
medium sized rotaries and smaller 
5 axis machines (~300mm range).

With bolt patterns at 60 degrees 
and 90 degrees this adapter is 
flexible and fits on a majority of the 
most popular rotaries and 5 axis 
tables on the market.

The 75mm overall height makes 
it ideal for smaller parts that you 
want to raise above the table.

Repeatability of +/- 8 μm.

RL96A-411

RL96A-38

[9.9”]
Ø252.0mm

[3.9”]
100.0mm

[10.9”] Ø276.0mm

[10.9”] Ø276.0mm

[7.0”]
Ø178.0mm

[3.0”]
75.0mmmm

[8.0”] Ø201.9mm

[8.0”] Ø201.9mm

96
m

m
 R

oc
kL

oc
k

1.219,00 EUR

1.509,00 EUR
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52mm 52mm RockLock Overview96mm Multi-Position Risers

RL96A-3915

Size: 400mm x 200mm x 100mm
Spacing:  
4x M12 @ 320mm x 160mm 
rectangle (80mm T-slots) or
4x M16 @ 360mm x 126mm 
rectangle (63mm T-slots)
Material Construction:
Aluminum (RL96A-4816)

The RL96A-4816 is an integrated  
multi-position RockLock riser built 
into one of the largest adapters in 
the product line.

Utilize one large vise or 
accommodate two smaller vises 
with this riser.

Repeatability of +/- 8 μm.

Size: 381mm x 230mm x 80mm
Spacing:  
4x M16 bolts @ 200mm square
Material Construction:
Aluminum (RL96A-3915)

The RL96A-3915 was built with 
larger machines in mind (400mm-
500mm tables).

Utilize one singular large vise 
or accommodate two smaller 
workholding  units to maximize 
machine efficiency and reduce 
changeover time.

Repeatability of +/- 8 μm.

RL96A-4816
[14.2”] 360.0mm

[6.3”]
160.0mm

[5.0”]
126.0mm

[3.9”]
100.0mm

[12.6”] 320.0mm

[15.7”] 400.0mm

[7.9”] 200.0mm

[7.9”] 200.0mm

[15.0”] 381.0mm

[9.1”] 230.0mm

[7.9”]
200.0mm

[2.1”]
80.0mm

96m
m
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2.429,00 EUR

2.429,00 EUR
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52mm52mm RockLock Overview 96mm
Multi-Position Horizontal Plates

RL96A-3613S1

Size: 158mm x 338mm x 30mm
Spacing: 4x M12 SHCS Equally 
Spaced @ 80mm
Material Construction:
Aluminum (RL96A-3613S2)

The RL96A-3613S2 is a multi-position 
RockLock plate built for maximum 
efficiency on small to medium vertical 
mills. The nested RockLock 96mm 
pattern allows for the operator to 
utilize one single large vise or two 
smaller vises. 80mm T-slot spacing for 
3 axis mills. 
Repeatability of +/- 8 μm.

Size: 158mm x 338mm x 30mm
Spacing: 4x M12 SHCS Equally 
Spaced @ 100mm
Material Construction:
Aluminum (RL96A-3613S3)

The RL96A-3613S3 is a multi-position 
RockLock plate built for maximum 
efficiency on small to medium vertical 
mills. The nested RockLock 96mm 
pattern allows for the operator to 
utilize one single large vise or two 
smaller vises. 100mm T-slot spacing 
for 3 axis mills. 
Repeatability of +/- 8 μm.

Size: 158mm x 338mm x 30mm
Spacing: 2x M12 SHCS @ 96mm or 
250mm
Material Construction:
Aluminum (RL96A-3613S1)

The RL96A-3613S1 is a multi-position 
RockLock plate built for maximum 
efficiency on small to medium vertical 
mills. The nested RockLock 96mm 
pattern allows for the operator to 
utilize one single large vise or two 
smaller vises. 125mm T-slot spacing 
for 3 axis mills. 
Repeatability of +/- 8 μm.

RL96A-3613S2

RL96A-3613S3

[9.8”] 250.0mm

[6.2”] 
158.0mm

[6.2”] 
158.0mm

[6.2”] 
158.0mm

[13.3”] 338.0mm

[13.3”] 338.0mm

[13.3”] 338.0mm

[1.2”]
30.0mm

[3.8”]
96mm

[3.1”]
80mm

[3.1”]
80mm

[3.1”]
80mm

[3.9”]
100mm

[3.9”]
100mm

[3.9”]
100mm

[1.2”]
30mm

[1.2”]
30mm

96
m

m
 R

oc
kL

oc
k

1.199,00 EUR

1.199,00 EUR

1.199,00 EUR




































































































